8 | 3 2 | 1
53 0,4 SPECIFICATION
—
47,04 0,15 — Performance level PL2
= 10,25[B] Filter type C
6.3 0 Capacitance L7pf+20%
< Working Voltage 100v
/NUt thread _ Current Rating 7,5A
=| « Insulation Resistance  >16Q
) ~
oy FREQUENCY ATTENUAT |ON
(MHz) dB
5 -
10 -
PCB Layout, Component side, thickness 1,6 mm 50 ~
23,52 23,52 100 -
[15,19] .9,68| 500 304dB
@—llll.l-T—l. = u,“ ™
r gl @ 1@ gl @la 1@ pus > ‘]'L -
~ : ol e 14 f= 2 2
v I ’ = - g o 2 i 8. I . g 0, . &
A 2 VTR
| [27
[13,82] |[8.28]
16,56 |
Dat. Nane D-Sub, female, angled, Nalstab/
Detail. 8-JUL-02] CV 25 Poles, turned solder pins,
nsp. [12/01/12] B All Din, inm board-locks and clinch nuts |1.5:1
36283 [12/01/12 SD | Stond. Orig. Size DIN A 4
09643147213 M3 33416 (19/01/06] JMDR Blatt/ Page
09L3TLT212] E £ s puof_ov | HARTING ERL - Bl T8 0964514/21x |7y
Part number Nut thread Mod. Dat. Nane arts - [, L
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