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—| SPECIFICATIONS: MATERIALS: 6] Orange [
1.Contact Rating: 5A @ 250VAC. 1.Bushing & Button: Refer to below table B Blue
2.Electrical Life: 50,000cycles. 2.Contact: Silver alloy. -
3.Contact Resistance: 50m—ohms max (initial). 3.Nut: Nickel plated brass. w White
4 |Insulation Resistance: 1,000M—ohms min @ 500VDC. 4 Base: PBT.

D|  5.Dielectric Strength: 2,000V RMS 50~60Hz. wempovoanuy | IR B FEHR A HE P
6.0perating Temperature: —20°C ~ +70°%C. REFROOUCED COPED OF Useh) M AT TATWAY ELBCTRONICS COMPONENTS CO..LTD.
7.Switching Circuit: ON—ON (latching). CONSENT OF TAWAY ELECTRONKCS LIDI"jcey APPD.

B.IP Class: IP67 protection. Code | Bushing & Button Material S e s e AV gy Amy 200711729
9.Torque: 5~14Nm max. opplied to nut. | B2 |Nickel plated brass with varnished polished mw;:lamrsﬁl;mm *11..:3”“ E“ g Amy 2007/11/29
~| 10.Operating Force: 5.5N max. B21_|Gold plated brass with varnished polished |[ G070 ioomml $020mm T, - . oy —
B22 |Stainless steel with varnished polished W%M 2/ 1 | g intum) Amy 2007/11/29
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