
SPECIFICATION FOR APPROVAL

Customer
MEC P/N
(1) Shape: A m/m

B m/m

C m/m

D m/m

E m/m

F m/m

G m/m

Z= 25-0 Ohms at 25 MHz

 

Z= 49-0 Ohms at 100 MHz

5.0 +/- 0.4

c. Wire:

    0.65 * 100 mm * 2UEW  1/2Ts

d. Drawing:

    HP-4191A

b. Tesing Fixture:

    HP16092A

12.0 +/- 0.5

FPC-31-12

Checked:

Approved:

Drawn:

DWG. NO.
31.0 +/- 1.0

(6) Remark:

(3) Test Conditions:
a. Impedance Analyzer:

(2) Electrical Requirements:

Cus# P/N

27.0 +/- 0.7

(5) Appearance:(4) Packing:

0.5+0.7 /- 0.1



TEST DATA FOR PREPRODUCTION SAMPLES

Customer Cus# P/N

MEC P/N

Temp. 24℃ RH 69% DWG. NO.

Wire 0.65*100m/m Winding 1/2 Ts

Meas. Item Z (Ohms) Z (Ohms) A m/m B m/m C m/m D m/m

Specs/ Yours

Specs/ FS 25-0  49-0  31.0+/-1.0  5.0+/-0.4  12.0+/0.5  27.0+/-0.7

Test Freq. 25 MHz 100 MHz

1 30.00               87.00               31.28              4.84                12.03              27.19              

2 30.00               87.00               31.07              4.87                12.25              27.10              

3 30.00               88.00               31.07              4.83                11.85              27.13              

4 31.00               89.00               31.08              4.89                12.03              27.12              

5 31.00               87.00               31.08              4.83                11.81              27.18              

6 32.00               88.00               31.09              4.87                11.96              27.19              

7 32.00               89.00               31.15              4.87                12.23              27.10              

8 30.00               89.00               31.16              4.89                11.89              27.10              

9 31.00               87.00               31.09              4.87                11.96              27.18              

10 32.00               87.00               31.07              4.85                12.25              27.19              

X 30.90               87.80               31.11              4.86                12.03              27.15              

R 2.00                 2.00                 0.21                0.06                0.44                0.09                

Approved:

Checked:

Drawn:

FPC-31-12

Remark



TEST DATA FOR PREPRODUCTION SAMPLES

Customer Cus# P/N

MEC P/N

Temp. 24℃ RH 69% DWG. NO.

Wire 0.65*100m/m Winding 1/2 Ts

Meas. Item E m/m

Specs/ Yours

Specs/ FS         0.5 +0.7/-0.1

Test Freq.

1 0.63                 

2 0.63                 

3 0.64                 

4 0.61                 

5 0.51                 

6 0.52                 

7 0.52                 

8 0.53                 

9 0.61                 

10 0.54                 

X                           0.57                 

R 0.1                 

Approved:

Checked:

Drawn:

Remark

FPC-31-12
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