4 ‘ 3 fd 1

THIS DRAWING 1S UNPUBLISHED. RELEASED FOR PUBLICATION 20 REVISIONS

_ ALL RIGHTS RESERVED.
@ COPYRIOHT 20 BY P LTR DESCRIPTION DATE DWN APVD

A INITIAL RELEASE 16APR2015 | DL | CW

NOTES
| TECHNICAL CHARACTERISTICS:
INSULATION MATERIAL: PC
RATED VOLTAGE: 50V
RATED CURRENT: 1A 5
INSULATION RESISTANCE: >=400M
b C _J G a oo L ] [] ] RATED IMPULSE VOLTAGE: 0.8KV
- S \ POLLUTION DEGREE: 3
—— J' FLAMMABILITY: UL94V-0

L MATING CYCLES: 750 i i
OPERATION TEMPERATURE: -40 C~+70C
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BASH

womk . PC

grwk: 50V

Frwm: | A

wgwl . >=400M(O)
BamE: 0. 8KV
FRER 3

EsEgk: UL94V-0
wHREH: 150

IEE: -40°C~+70°C

45
N
)
l
D
N
Vi

=NWDEOAOND

J 1

—
—]

HMN-RJ45-F T2113000201-000

- - DESCRIPTION PART NUMBER
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CHK
DIMENSIONS: TOLERANCES UNLESS CHR ‘S WANG

)

OTHERWISE SPECIFIED: |APVD [oAPR20 5 [name
mm XU XTANG

0 PLC PRODUCT SPEC

- = 1 PLC 108-137065

2 PLC
3 PLC APPLICATION SPEC
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4 PLC - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES 3 | 14-137069
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MATERTAL FINISH WEIGHT
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