
1547 - Push Switch

Features
■ Contact type: contact spring
■ Large knob
■ Non-standard options available

Characteristics

Switch Travel ......................0.6 mm max.
Actuating Force ....................1.7 to 2.5 N
Bounce Time ....................20 µsec. max.
Switch Life .........................50,000 clicks
Switch Function ........1 pole push switch
Switch Rating .......................30 V/0.02 A

without inductive load
Temperature Range ......-25 °C to +70 °C

Product Dimensions

DIMENSIONS ARE: MM
(INCHES)
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Sensors & Controls

How to Order

1547 - 600
Model Type

• 1547
Knob Style

• 600
Other versions available upon request.

11.9 +0/-0.1
(.469 +0/-.004)

1.27 ± 0.05
(.050 ± .002)

RECOMMENDED PCB LAYOUT
(COMPONENT SIDE)

6.0 +0.05/-0.03
(.236 +.002/-.001)

1.0 +0/-0.1
(.039 +0/-.004)

0.5
(.020)

R

1

1

2

2

3

3

0.5
(.020)

R

0.5
(.020)

R

0.63 ± 0.05
(.025 ± .002)

4.0 +0/-0.5
(.157 +0/-.020)

1.0 +0.05/-0
(.039 +.002/-0)

6.35 ± 0.05
(0.25 ± .002)1.3 +0.1/-0

(.051 +.004/-0)

DIA. 3 PLCS.

0.6 +0.1/-0.2
(.024 +.004/-.008)

HUB/TRAVEL

15.9 ± 0.2
(.626 ± .008)

11.0 ± 0.1
(.433 ± .004)

9.9 +0/-0.1
(.390 +0/-.004)

4.0
(.157)

7.0 +0/-0.2
(.276 +0/-.008)

8.0 +0.05/-0.03
(.315 +.002/-.001)

1.9 ± 0.05
(.075 ± .002)

*R
oH

S COMPLIA
NT

*RoHS Directive 2002/95/EC Jan 27 2003 including Annex
Specifications are subject to change without notice.
Customers should verify actual device performance in their specific applications.
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