CASE WORKING VOLTAGE MAXIMUM MAXIMUM REF MIN. INSERTION LOSS PER MIL—STD-220,
CURRENT -55T TO +B5T -55T T0 +125C DC RESISTANCE VOLTAGE DROP APPROX. FULL_LOAD, +25°C
FINISH (AMPS) (OHMS) o AC CAP 14 | 30 [50 [75 100 [150 [300[500[ 1 |10 [100{1 |10
AC bC AC bC ; KHz |KHz [KHz |KHZ |KHZ [KHz KHz KHZ MHz MHZz MHz [GHZz (GHZ
SOLDER | 10 - 80 — 50 .008 .08 —— | 14F —— |15 |-= |-= |-— |28 B3 - l44 [0 - O |-
PART MARKING:
MI5733/38—0005
L OLSP2 DATE CODE
.375
e 9.52]—=
DIA.
- — 9.407/.397 —=] .
.050X.070 Slot (2X) 1/4—28UNF=2A THD. [#10.33,/10.08]
PACKAGE MARKING: [1.27X1.77]
M15733 /38—0005 :312/.302
M#  DATE CODE —e—| [2.79
50VDC @ 125°C 10A L2 — /)\
MARKING NOTES: 190 I——.17o [4.32] = —= 150/.140 .095/.085 -—‘ L» 027/.023
N/A [MAX.] [3.81/3.55] [2.41/2.16] o
187 —= —— e 500
[4.75] [5.08]
MTG. HARDWARE
€ THIS PART IS CODED "NCA". APl TECHNOLOGIES, SCHEMATIC
INC. DOES NOT HAVE CHANGE AUTHORITY.
CUSTOMER APPROVAL REQUIRED BEFORE OTW—O NOTES:
PRODUCT/PROCESS CHANGES CAN BE MADE. L 1) MOUNTING TORQUE NOT TO EXCEED 7in—Ibs.
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L1 | DIMENSIONS ARE IN |Froctions technologies corp.
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