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ARRANGEMENT OF CONTACTS

SPECIFICATIONS

Dielectric_strength

1,000V_AG/1 Minute

ontact r

20M 2Max.
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PARTS |B9001-3P|B9001—4P | B9001-5P|B9001—5A| B9001-5B| B9001—6P | B9001—7P| B9OO1-8P| BR00O1-BA oM BNin ot 500V DG
ANGLE 180" 216 180 240 360" 240° 270° 270° 262°  [Rating 100V AC 2A
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5 |PLASTIC BODY 1 |EVA [UEB33]
4 [cOoveEr-B 1 |BSR-H (0.5t) [C2680R] NICKEL 3-5U"
3 |COVER-A 1 |BSR-H (0.5t) [C2680R] NICKEL 3-5U"
2 |CONTACT TERMINAL 6 |BSR-H (1.5D) [R-35] SILVER PLATED 3-5U"
1 |PLASTIC CORE 1 |NYLON [ 101 ] uL94V2
P/N PART NAME QTY MATERIAL PLATING REMARKS
7 TOLERANCE
DRAWN KIDD UNIT [ M [ x 1020
I XX ..
APPD xxx 1005 @ E
CHK'D SCALE | 11 xxxx 003
ANGULA  +1*

GOLDSUN ELECTRONICS CO., LTD.

JAMECO NO. GOLDSUN NO.
15887 B-9001-6P-ROHS
Description Rev.
DIN CONNECTOR MALE 6PIN 1
IN LINE TYPE
UNIT: SCALE: CAS No:
mm SHEET 1 OF 1 ERN No:




