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SPECIFICATION :
10.70£0.25 LCURRENT RATING : {1 AMP.
(421+.010> JINSULATION RESISTANCE @ 1000 M? MIN, (AT 500 V DC)
9,0040.25 I~ ~ JDIELECTRIC WITHSTANDING VOLTAGE : AC 300 V MIN, (FOR 1 MINUTE) A
(394%,010) ne o3 OPERATING TEMPERATURE ' —55°C TO 105°C
T  — { | S 3 S CONTACT RESISTANCE ' 15m? MAX.
2160 MAX. — 1 48  H JINSULATOR MATERIAL ' PBT WITH GLASS-FIBER REINFORCED UL 94V-0
<850 w A i A NV S S . S 8l CONTACT MATERIAL ' BRASS
AFTER cRIMPING & [T ]CTT) L 2]\ CONTACT PLATING ' GOLD OVER NICKEL
POSITION = - = 20.8020.38/¢.819+.015) WIRE SIZE + AWG 26 & 28 STRANDED , 127mm CONDUCTOR CENTRE FLAT CABLE |
m—-—]rC-—m J PRE-CRINP POSITION
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1. SERIES \®3.04 £0.0S5
8F D-SUR I.D.C. CONNECTOR _// (120L.002) 28525/(.994)| 28.80/<1134> 30.53/¢1.802)
2, HOUSING CONSTRUCTION TYPES FOR FRONT MOUNTING
.SP — STANDARD THROUGH HOLES (ALL PLASTIC TYPED RECOMMENDED PANEL CUTDUT DIMENSIONS le.g2/.666) | 80.47/(808 | 28.20/(B74
TP — WITH 4#-40UNC THREADED INSERT <ALL PLASTIC TYPE)
'SM — STANDARD THROUGH HOLES (WITH METAL SHELL) G omy [qeaplidrtll | HLIB/0% —
.TM — WITH 4#-40UNC THREADED INSERT <WITH METAL SHELL)
\MP — WITH M3x05 THREADED INSERT (ALL PLASTIC TYPE>
MM — WITH M3X0.5 THREADED INSERT (WITH METAL SHELL)>
3, NUMBER OF CONTACTS 8. METAL SHELL FINISH
.09 - 9 POSITIONS 0 — WITHOUT METAL SHELL ¢ALL PLASTIC TYPE) D
135 - 15 POSITIONS J1 — TIN PLATED SHELL (WITH GROUNDING INDENTS)
.25 — 25 POSITIONS 2 — YELLOW CHROMATE OVER ZINC SHELL ¢WITHOUT GROUNDING INDENTS)
.37 — 37 POSITIONS 3 — YELLOW CHROMATE OVER ZINC SHELL (WITH GROUNDING INDENTS>
4, CONTACT TYPE 4 — TIN PLATED SHELL (WITHOUT GROUNDING INDENTS)
P - PLUG (MALE)>
.S - SOCKET (FEMALE) 9, CUSTOMEER
S, COLOR CODES — —
1 = BLUE C INLAND
2 - GRAY P/N
. Igl:ll\]TABIC_'?CIEINISH MATERIAL TOLERANCE UNSPECTF IED - R
. R " -
.0 - SELECTIVED GOLD FLASH OVER 30u” NICKEL o + pas — FREEPORT
2 - 15u* SELECTIVED GOLD OVER S0u’ NICKEL - : SCALE ONIT E
3 - 30u” SELECTIVED GOLD OVER 50u’ NICKEL : : & = 111 -
ANGLE +
7. STRAIN RELIEF
N - WITHOUT STRAIN RELIEF FINISH DRAWN 1/09-50 |NAME [HEET
.S - STAINLESS STEEL STRAIN RELIEF DESIGNER 8FSMXXP SERIES IDC D-SUB MALE 1/1
P - PLASTIC STRAIN RELIEF / CONNECTOR WITH METAL SHELL
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