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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND 1S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

1.89
[48.0]

PANDUIT P/N WEIGHT

.80 LBS/EACH

NCMVTRB 408.23 g/EACH

NOTES:

1.

VISIT OUR ON-LINE CATALOG AT
WWW.PANDUIT.COM FOR

A CURRENT LIST OF PRODUCTS
APPLICABLE FOR USE WITH THIS PART.

2. DégENE%ng {N TARENTHESIS
A M mm) .
<+ 2.52 — ™ 3. COMPONENTS:
[64.0] 1- BRACKET
. 4- #12-24 x 1/2" SCREWS
4. MATERIAL: STEEL; POWDER COATED BLACK
) 5. ALL DIMENSIONS ARE REFERENCE ONLY.
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A N D U I T CORP. TINLEY PARK, ILLINOIS
NETWORK CABLE MANAGER TELCO BRACKET
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UNLESS OTHERWISE SPECIFIED, UNLESS OTHERWISE SPECIFIED,
DIMENSIONAL TOLERANCES ARE: AL DIVENSIONS ARE BIVEN
(X) + (.XXX) +
[« XX) + ANGLES + IN INCHES, THIRD ANGLE PROJECTION.
TUEVLE |MAT'L sons NONE
R |4-23-03RVLE RELEASED TO PRODUCTION 10028-65 [ SEE NOTES oRAvING KO o
oD 1o028-65 | A
REV | DATE BY CHK DESCRIPTION ECN - R CUST SUP OTH SI1ZE

S %




