Part 2502-20J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance Gal pH
Tolerance 5

Q

SRF 3.4 MHz

DCR 1050

Max Current 97 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-52H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3300 pH

e

1.6 MHz
380
61 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-52G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3300 pH

+ 2

1.6 MHz
380
61 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_52F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3300 pH

+ 7]

1.6 MHz
380
61 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-50J

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3000 pH

5

1.7 MHz
3510
63 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-50H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3000 pH

e

1.7 MHz
3510
63 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-50G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3000 pH

+ 2

1.7 MHz
3510
63 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-52)

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3300 pH

5

1.6 MHz
380
61 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-48.

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2700 pH

5

1.8 MHz
LR
65 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-56G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
3900 pH

+ 2

1.45 MHz
44 ()
62 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-50F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3000 pH

+ 7]

1.7 MHz
3510
63 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_54F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3600 pH

+ 7]

1.5 MHz
400
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-54G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3600 pH

+ 2

1.5 MHz
400
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-54H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3600 pH

e

1.5 MHz
400
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_58F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4300 pH

+ 7]

1.4 MHz
46 0
60 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_56F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
3900 pH

+ 7]

1.45 MHz
44 ()
62 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-56H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
3900 pH

e

1.45 MHz
44 ()
62 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.56J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 3900 pH
Tolerance 5

Q

SRF 1.45 MHz
DCR 44 0

Max Current G2 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_48H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2700 pH

e

1.8 MHz
LR
65 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-42.)

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2000 pH

5

21 MHz
290
69 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-54.

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
3600 pH

5

1.5 MHz
400
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 _44F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2200 pH

+ 7]

2 MHz
300
628 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-38.

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1600 pH

5

2.3 MHz
26 ()
T4 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_40F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1800 pH

+ 7]

2.2 MHz
280
71 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-40G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1800 pH

+ 2

2.2 MHz
280
71 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-40H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1800 pH

e

2.2 MHz
280
71 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-40J

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1800 pH

5

2.2 MHz
280
71 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-42F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
Q Test Freq
Core

Sleeve

Check Stock

2502

RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2000 pH

+ 7]

21 MHz
290
69 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable

Unable to Serve this Request

Site temporarily unavailable.

Connection timed out - please try again.



https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-44G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2200 pH

+ 2

2 MHz
300
628 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-63G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5100 pH

+ 2

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-48G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2700 pH

+ 2

1.8 MHz
LR
65 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-58G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4300 pH

+ 2

1.4 MHz
46 0
60 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-44H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2200 pH

e

2 MHz
300
628 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-44.)

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2200 pH

5

2 MHz
300
628 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 _46F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2400 pH

+ 7]

1.9 MHz
314
67 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-46G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2400 pH

+ 2

1.9 MHz
314
67 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-46H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2400 pH

e

1.9 MHz
314
67 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-46.

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2400 pH

5

1.9 MHz
314
67 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 _48F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2700 pH

+ 7]

1.8 MHz
LR
65 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-42H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
2000 pH

e

21 MHz
290
69 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.72J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 2200 puH
Tolerance 5

Q

SRF 1.05 MHz
DCR 65 (1

Max Current 51 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-68H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6800 pH

e

115 MHz
590
54 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-68J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance G300 uH
Tolerance 5

Q

SRF 1.15 MHz
DCR 590

Max Current 54 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-70F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
7500 pH

+ 7]

1.1 MHz
7210
52 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-70G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
7500 pH

+ 2

1.1 MHz
7210
52 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-70H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
7500 pH

e

1.1 MHz
7210
52 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-70J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 7500 uH
Tolerance 5

Q

SRF 1.1 MHz

DCR 720

Max Current 52 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-72F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
8200 pH

+ 7]

1.05 MHz
65 ()
51 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-62H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5000 pH

e

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-72H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
8200 pH

e

1.05 MHz
65 ()
51 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-66J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance G200 uH
Tolerance 5

Q

SRF 1.2 MHz

DCR 56 (1

Max Current 55 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-74F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
9100 pH

+ 7]

1 MHz
63 0
49 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-74G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
9100 pH

+ 2

1 MHz
63 0
49 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-74H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
9100 pH

e

1 MHz
63 0
49 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-74J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 9100 pH
Tolerance 5

Q

SRF 1 MHz

DCR 68 0

Max Current 49 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-76F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
10000 pH

+ 7]

0.95 MHz
7210
48 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-76G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
10000 pH

+ 2

0.95 MHz
7210
48 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-76H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
10000 pH
e

0.95 MHz
7210
48 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-76J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 10000 pH
Tolerance 5

Q

SRF 0.895 MHz
DCR 720

Max Current 48 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-72G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
8200 pH

+ 2

1.05 MHz
65 ()
51 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-63J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 5100 puH
Tolerance 5

Q

SRF 1.3 MHz

DCR 50 ()

Max Current 58 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.58J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 4300 pH
Tolerance 5

Q

SRF 1.4 MHz

DCR 46 0

Max Current G0 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-60F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4700 pH

+ 7]

1.35 MHz
43 0
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-60G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4700 pH

+ 2

1.35 MHz
43 0
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-60H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4700 pH

e

1.35 MHz
43 0
59 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-60J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 4700 puH
Tolerance 5

Q

SRF 1.35 MHz
DCR 48 0

Max Current 589 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-62F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5000 pH

+ 7]

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-62G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5000 pH

+ 2

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_38H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1600 pH

e

2.3 MHz
26 ()
T4 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-68G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6800 pH

+ 2

115 MHz
590
54 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-63F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5100 pH

+ 7]

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 -68F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6800 pH

+ 7]

115 MHz
590
54 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 -64F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5600 pH

+ 7]

1.25 MHz
5310
56 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-64G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5600 pH

+ 2

1.25 MHz
5310
56 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-64H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5600 pH

e

1.25 MHz
5310
56 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-64.J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 5600 uH
Tolerance 5

Q

SRF 1.25 MHz
DCR 530

Max Current 56 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502 -66F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6200 pH

+ 7]

1.2 MHz
56 0
55 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-66G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6200 pH

+ 2

1.2 MHz
56 0
55 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-66H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
6200 pH

e

1.2 MHz
56 0
55 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_58H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
4300 pH

e

1.4 MHz
46 0
60 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-62J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.74inches
Width 0.24 inches
Height inches

Lead Length 1.44inches
Weight 2.5 grams
Inductance 5000 puH
Tolerance 5

Q

SRF 1.3 MHz

DCR 50 ()

Max Current 58 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-14H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
500 pH

e

3.7 MHz
1130
106 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-10G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
430 pH

+ 2

4.3 MHz
10.6 0
111 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-10H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
430 pH

e

4.3 MHz
10.6 0
111 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-10J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 430 pH
Tolerance 5

Q

SRF 4.3 MHz

DCR 1060

Max Current 111 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-12F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
470 pH

+ 7]

4 MHz
114
108 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-12G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
470 pH

+ 2

4 MHz
114
108 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-12H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
470 pH

e

4 MHz
114
108 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-12J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 470 pH
Tolerance 5

Q

SRF 4 MHz

DCR g i,

Max Current 108 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-16J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 560 pH
Tolerance 5

Q

SRF 3.6 MHz

DCR 1230

Max Current 104 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-14G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
500 pH

+ 2

3.7 MHz
1130
106 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-08H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
390 pH

e

4.5 MHz
100
114 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-14J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 500 pH
Tolerance 5

Q

SRF 37 MHz

DCR 1130

Max Current 106 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-15F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
510 pH

+ 7]

3.8 MHz
1160
105 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-15G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
510 pH

+ 2

3.8 MHz
1160
105 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-15H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
510 pH

e

3.8 MHz
1160
105 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-15J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 510 pH
Tolerance 5

Q

SRF 38 MHz

DCR 1160

Max Current 105 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-16F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
560 pH

+ 7]

3.6 MHz
1230
104 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-16G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
560 pH

+ 2

3.6 MHz
1230
104 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-16H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
560 pH

e

3.6 MHz
1230
104 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-14F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
500 pH

+ 7]

3.7 MHz
1130
106 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-04F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
330 pH

+ 7]

5 MHz
8.1
120 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-63H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.74 inches
0.24 inches
inches

1.44 inches
2.5 grams
5100 pH

e

1.3 MHz
500
58 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-38G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1600 pH

+ 2

2.3 MHz
26 ()
T4 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-00F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
270 pH

+ 7]

5.6 MHz
820
126 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-00G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
270 pH

+ 2

5.6 MHz
820
126 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-00H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
270 pH

e

5.6 MHz
820
126 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-00J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 270 pH
Tolerance 5

Q

SRF 5.6 MHz

DCR g20

Max Current 126 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-02F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
300 pH

+ 7]

53 MHz
870
122 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-02G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
300 pH

+ 2

53 MHz
870
122 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-10F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
430 pH

+ 7]

4.3 MHz
10.6 0
111 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.02J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 300 pH
Tolerance 5

Q

SRF 5.3 MHz

DCR gvn

Max Current 122 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.08J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 390 pH
Tolerance 5

Q

SRF 4.5 MHz

DCR 100

Max Current 114 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-04G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
330 pH

+ 2

5 MHz
8.1
120 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-04J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 330 pH
Tolerance 5

Q

SRF 5 MHz

DCR g10

Max Current 120 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-06G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
360 pH

+ 2

47 MHz
8960
115 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-06H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
360 pH

e

47 MHz
8960
115 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-06J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 360 pH
Tolerance 5

Q

SRF 47 MHz

DCR 8650

Max Current 115 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-08F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
390 pH

+ 7]

4.5 MHz
100
114 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-08G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
390 pH

+ 2

4.5 MHz
100
114 ma

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-06F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
360 pH

+ 7]

47 MHz
8960
115 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-02H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
300 pH

e

53 MHz
870
122 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_34F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1300 pH

+ 7]

2.6 MHz
231
T8 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-28G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
1000 pH

+ 2

2.8 MHz
1350
88 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-28H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
1000 pH

e

2.8 MHz
1350
88 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.28J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 1000 pH
Tolerance 5

Q

SRF 28 MHz

DCR 1350

Max Current 28 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_30F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1100 pH

+ 7]

2.8 MHz
214
81 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-30G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1100 pH

+ 2

2.8 MHz
214
81 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_30H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1100 pH

e

2.8 MHz
214
81 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-30J

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1100 pH

5

2.8 MHz
214
81 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_32F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1200 pH

+ 7]

27 MHz
2210
TamA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_28F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
1000 pH

+ 7]

2.8 MHz
1350
88 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-32H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1200 pH

e

27 MHz
2210
TamA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-32)

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1200 pH

5

27 MHz
2210
TamA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_34H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1300 pH

e

2.6 MHz
231
T8 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-34.

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1300 pH

5

2.6 MHz
231
T8 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_36F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1500 pH

+ 7]

2.4 MHz
2510
TG mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-36G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1500 pH

+ 2

2.4 MHz
2510
TG mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_36H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1500 pH

e

2.4 MHz
2510
TG mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-18F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
620 pH

+ 7]

3.5 MHz
990
101 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-04H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
330 pH

e

5 MHz
8.1
120 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-36J

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1500 pH

5

2.4 MHz
2510
TG mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_38F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1600 pH

+ 7]

2.3 MHz
26 ()
T4 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-32G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1200 pH

+ 2

27 MHz
2210
TamA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-22G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
750 pH

+ 2

33 MHz
1150
95 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-18J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance G20 pH
Tolerance 5

Q

SRF 35 MHz

DCR §s0

Max Current 101 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-20F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
680 pH

+ 7]

3.4 MHz
1050
a7 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-18H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
620 pH

e

3.5 MHz
990
101 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-34G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.56 inches
0.215 inches
inches

1.44 inches
1.5 grams
1300 pH

+ 2

2.6 MHz
231
T8 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-26J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 910 pH
Tolerance 5

Q

SRF 28 MHz

DCR 1280

Max Current 91 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-18G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
620 pH

+ 2

3.5 MHz
990
101 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-20G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
680 pH

+ 2

3.4 MHz
1050
a7 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-20H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
Q Test Freq
Core

Sleeve

Check Stock

2502

RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
680 pH

e

3.4 MHz
1050
a7 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable

Unable to Serve this Request

Site temporarily unavailable.

Connection timed out - please try again.



https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-22H

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
750 pH

e

33 MHz
1150
95 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-24G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
Q Test Freq
Core

Sleeve

Check Stock

2502

RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
820 pH

+ 2

3.1 MHz
12110
92 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable

Unable to Serve this Request

Site temporarily unavailable.

Connection timed out - please try again.



https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-26G

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
910 pH

+ 2

2.9 MHz
1280
91 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.22J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 750 pH
Tolerance 5

Q

SRF 33MHz

DCR 1150

Max Current 95 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_26F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
910 pH

+ 7]

2.9 MHz
1280
91 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502.24J Check Stock

Series 2502

Type RF Inductors
Description gglgi?ll,lnsmelded
Mounting Through Hole
Shielded Ma

QPL Mo

COTS Mo

ROHS Mo

MIL Ho. Mot Applicable
Lenagth 0.44inches
Width 0.19 inches
Height inches

Lead Length 1.44inches
Weight 0.95 grams
Inductance 220 pH
Tolerance 5

Q

SRF 31 MHz

DCR 1210

Max Current 92 mA

Inc Current

Inc Current %

Ind Test Freq 0.1 MHz

(] Test Freq 0.1 MHz
Core Ferrite

Sleeve ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502_24F

Series
Type
Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
820 pH

+ 7]

3.1 MHz
12110
92 maA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

Part 2502-24H

Series
Type

Description

Mounting
Shielded
QPL

COTS

ROHS

MIL Ho.
Length
Width
Height

Lead Length
Weight
Inductance
Tolerance

Q

SRF

DCR

Max Current
Inc Current
Inc Current %
Ind Test Freq
(] Test Freq
Core

Sleeve

Parts

Check Stock

2502
RF Inductars

Maolded Unshielded
RF Caoil

Through Hole
Mo

Mo

Mo

Mo

Mot Applicable
0.44 inches
0.19 inches
inches

1.44 inches
0.95 grams
820 pH

e

31 MHz
12110
92 mA

0.1 MHz

0.1 MHz
Ferrite

ot Applicable

2502-00F Molded Unshielded RF Coil
2502-00G Molded Unshielded RF Coil
2502-00H Molded Unshielded RF Coil
2502-00J] Molded Unshielded RF Coil

2502-02F Molded Unshielded RF Coil
2502-02G Molded Unshielded RF Coil
2502-02H Molded Unshielded RF Coil
2502-02)J Molded Unshielded RF Coil

2502-04F Molded Unshielded RF Coil
2502-04G Molded Unshielded RF Coil
2502-04H Molded Unshielded RF Coil
2502-04) Molded Unshielded RF Coil

2502-06F Molded Unshielded RF Coil


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

2502-06G
2502-06H
2502-06J

2502-08F
2502-08G
2502-08H
2502-08J

2502-10F
2502-10G
2502-10H
2502-10J

2502-12F
2502-12G
2502-12H
2502-12J

2502-14F
2502-14G
2502-14H
2502-14J

2502-15F
2502-15G
2502-15H
2502-15J

2502-16F
2502-16G
2502-16H
2502-16J

2502-18F
2502-18G
2502-18H
2502-18J

2502-20F
2502-20G
2502-20H
2502-20J

2502-22F
2502-22G
2502-22H
2502-22]

2502-24F
2502-24G
2502-24H
2502-24]

2502-26F
2502-26G
2502-26H
2502-26J

2502-28F
2502-28G
2502-28H

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

2502-28]

2502-30F
2502-30G
2502-30H
2502-30J

2502-32F
2502-32G
2502-32H
2502-32]

2502-34F
2502-34G
2502-34H
2502-34)

2502-36F
2502-36G
2502-36H
2502-36J

2502-38F
2502-38G
2502-38H
2502-38J

2502-40F
2502-40G
2502-40H
2502-40J

2502-42F
2502-42G
2502-42H
2502-42]

2502-44F
2502-44G
2502-44H
2502-44)

2502-46F
2502-46G
2502-46H
2502-46J

2502-48F
2502-48G
2502-48H
2502-48]

2502-50F
2502-50G
2502-50H
2502-50J

2502-52F
2502-52G
2502-52H
2502-52]

2502-54F

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil

Molded Unshielded RF Coil
Molded Unshielded RF Coil


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

2502-54G
2502-54H
2502-54)

2502-56F
2502-56G
2502-56H
2502-56]

2502-58F
2502-58G
2502-58H
2502-58]

2502-60F
2502-60G
2502-60H
2502-60J

2502-62F
2502-62G
2502-62H
2502-62J

2502-63F
2502-63G
2502-63H
2502-63J

2502-64F
2502-64G
2502-64H
2502-64J

2502-66F
2502-66G
2502-66H
2502-66J

2502-68F
2502-68G
2502-68H
2502-68J

2502-70F
2502-70G
2502-70H
2502-70J

2502-72F
2502-72G
2502-72H
2502-72]

2502-74F
2502-74G
2502-74H
2502-74)

2502-76F
2502-76G
2502-76H

Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil
Molded Unshielded RF Coil


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

2502-76] Molded Unshielded RF Coil


https://www.datasheetcrawler.com/
https://www.stockedmro.com/

