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[19'001 Code | Bushing & Button Material
B3 |Nickel plated brass with varnished polished
B31 |[Gold plated brass with varnished polished
B32 |Stainless steel with varnished polished
SPECIFICATIONS: MATERIALS: —
1.Contact Rating: 2A @ 36VDC. 1.Bushing & Button: Refer to above table
2.Electrical Life: 200,000cycles. 2.Contact: Silver dlloy.
3.Contact Resistance: 50m—ohms max (initial). 3.Nut: Nickel plated brass.
4.Insulation Resistance: 1,000M—ohms min @ 500VDC.  4.Base: PBT. —
5.Dielectric Strength: 2,000V RMS 50~60Hz. sene w28 JE PR A MR N AP
6.0Operating Temperature: —20°C ~ +55¢C. R SOIED R o oy | TAIWAY ELECTRONICS COMPONENTS CO.,LTD.
7SW|tCh|ng Circuit: OFF_MOM CONSENT OF TAIWAY ELECTRONICS LTD USED AV APPD. A 2007/11/29
8.IP Class: IP65 protection. DMENSONS ARE I WhTees [ sy Y
9.Torque: 5~14Nm max. applied to nut. DNENSIONS | TOLERANGE | g D Amy 2007/11/29
10.0perating Force: 4N max. o) 10 S000mm | £0.20MM o CALE UNIT . DR. B
11.Terminal Type: Quick—connect terminal. CONTACT CONFIGURATION 50511 bty [—stomm— 110 2/ | [y M Ay 2007129
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