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WIRE RANGE LE E13088 Certified
16—14 AWG 16—14 AWG 16—14 AWG
SERRATIONS SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED
INSULATION
COLOR: YELLOW 1 WIRE INSUL ¢3.810—5.842[9.150—.230]
SLEEVE BODY 2 BODY MATERIAL THK 1.21940.051[.048+.002]
STRIPE  —=A— A MATERIAL: BODY — CU PER ASTM B152,
COLOR: BLACK— —\\\‘\ Y SLEEVE — CU PER ASTM B152,
| INSULATION — NYLON (ASTM D4066) TYPE 1.
ﬂ%ﬂrrfrﬂlm_ / A
I B 7.137 FINISH: BODY & SLEEVE: TIN PER ASTM B—-545,
| ! [.281] INSULATION — COLOR: YELLOW.
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0.787 A \ $5.685+£0.0/6 A STAMP AMP 16—14 HD* APPROX AS SHOWN.
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CUSTOMER SERVICE SYSTEMS 105°C [221°F] VAT TorEEs e _TOM MICHIELUTTI __|__

FOR ADDITIONAL - :

PRODUCT INFORMATION OR | PRODUCT INFORMATION CENTER VOLT’;S(';: VR’?AHQG‘ [NoneSt . rosueT spee TERMINAL, P.I.D.G., RING TONGUE,

COPIES OF DRAWINGS . 16—
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FOR APPLICATION TOOLING ASSISTANCE CENTER CIRCULAR MIL AREA: 3PLC +0127[005] | APPLICATION SPEC e T oo o TSR e

1.04—2.62mm?[2,050-5,180 - . —
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