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THTS DRAVING TS UNPUBLISHED ————— | RELEASED FOR PUBLTCATION 2009 Loc DIST REVISIONS
THE DRAW ING SHOWS THE 2-DIMENSIONAL REFERENCE COMPONENT CONDITION OF THE ASSEMBLY TO IDENTIFY AND
@ COPYRIGHT 2009 BY TYCO ELECTRONICS CORPORATION. ALL RIGHTS RESERVED. SPECIFY THE NECESSARY DIMENSIONS ONLY. THE DELIVERED PARTS MAY DEVIATE FROM THE DRAW ING REGARDING THE A ‘
ORIENTATION AND POSITION OF EACH COMPONENT (e.g. SLACK CABLE), SO FAR THE FUNCTIONALITY IS NOT CONCERNED. - Pl LTR DESCRIPTION DATE DWN | APVD
DIE ZEICHNUNG ZEIGT DEN 2-DIMENSIONALEN [DEALZUSTAND DES ZUSAMMENBAUTEILS BEZUEGLICH DER KOMPONENTEN ZUR A NEW DRAW ING ~ NEUE ZFEICHNUNG 02APR2009 | PR TD
[DENTIFIKATION UND SPEZIFIKATION DER NOTWENDIGEN DIMENSIONEN. HINSICHTLICH DER ORIENTIERUNG UND DER LAGE
DER KOMPONENTEN (z.B. BIEGESCHLAFFES KABEL) KOENNEN DIE GELIEFERTEN TEILE VON DER ZEICHNUNG ABWEICHEN, B NEW PART REV. FOR HSD HOUSING AND RETAINER |22SEP2010 M/ Rl
SOFERN DIE FUNKTIONALITAET NICHT BEEINTRAECHTIGT IST.
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Connector mating part TE PN
Stecker passender Gegenstecker
7 plece header 1563414
180 ° AK 1 piece header 18723071
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1T Packaging: 1
ASSEMBLY AS RING IN TE STANDARD CARTON ) 3
2 ELECTRICAL TEST. 100% FOR CONTINUITY AND SHORT CIRCUIT ,
(CONDUCTOR AND SHIELDING) ACC. TE SPECIFICATION 108-18857 3
A LENGTH “L” ACCORDING TABLE, LENGTH IS FOR STRAIGHT CABLE l {
L PRODUCT SPECIFICATIONS: 108-94105 (MECHANICAL FEATURES)
108-94106 (HIGH FREQUENCY CHARACTERISTICS)
A DETAILS OF CABLE SEE DRAW ING 1564667 TE PN REV. LENGTH Ll TOL. | WEIGHT
A PRINT ON JACKET: TE PN, REV. (mm) ()
0-1823193-1 B 500 +15 22
BEMERKUNGEN: 0-1823193-2 B 1000 +15 39
] 0-1823193-3 B 2000 +15 73
. 2 | LPOS,HSD,REC HSG,CODING CAP,COD-7Z 7
T VERPACKUNG: 2 | 4POS,HSD,REC HSG,RETAINER 6
ASSEMBLY ALS RING IM TE STANDARD KARTON > 11D <HIELD CONTACT :
2 ELEKTRISCHE PRUEFUNG: 100% AUF DURCHGANG UND KURZS[HLUSSW 2 | LPOS.HSD,CAVITY BLOCK A
(LEITER UND SCHIRMUNG) ENTSPR. TE SPEZIFIKATION 108-18857 8 | HSD. CONTACT 3
A LAENGE “L” GEMAESS TABELLE, LAENGE IST FUER GESTRECKTES KABEL 2 |HSD, SHIELD.IMPEDANCE CRIMP 2
iotle | 4POS.CABLE,0.16MM 2,BRAID HSD 1
L PRODUKTSPEZIFIKATIONEN: 108-94105 (MECHANISCHE EIGENSCHAFTEN) aTyY ITEM
108-94106 (HOCHFREQUENZ KENNDATEN) - X DESCRIPTION NO.
PRODUCT CHARACTERISTICS ACC. QMP EMEA_12 —
A FINZELHEITEN DES KABELS SIEHE ZEICHNUNG 1564667 BESONDERE MERKMALE NACH QMP EMEA_12 table WEIGHT OF ASSY NO. [g]
T e et 15 COANee wup DocURoNT oK T1CO ETECTRONICE COmORITIon [ DN 072APR2009 ,
A BEDRUCKUNG AUF MANTEL: TE PN, REV. SHOULD BE CONTACTED FOR THE LATEST REVISION. puR‘edeL ETycthctronics Tyco Elecfronics AMP GmbH
CHK o 03APRZ009 64625 Bensheim (Gapmany)
DIMENS IONS: TOLERANCES UNLESS W7°D b0
OTHERWISE SPECIFIED: APVD — | NAME
mm ——— o) o 1000 M Ol , Ml © BAGSY
o T - HSD, 180 AK, 180 AK, Kabelsafz
see nore :
E@ é Etg i: APPLICATION SPEC [Od\ﬂg Z
4 PLC +- R SIZE CAGE=CODE ¥ DRAWING NO RESTRICTED TO
ANGLES +1 —
MATER AL FINISH WEIGHT see table AZ 00../9 @‘:WE}Z}WQB -
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AMP 1471-9 REV 31IMAR2000
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