


2 06/11
Please read Cautions and warnings and�
Important notes at the end of this document.

� To IEC 62317-4  
� Core without center hole�

for transformer applications
� Delivery mode: sets

Magnetic characteristics  (per set)  

Approx. weight  (per set)  

Gapped   

with�
center hole

without�
center hole

�  l/A�
le�
Ae�
Amin�
Ve

0.86�
26.9�
31.3�
„ �
840

0.78�
28.6�
36.6�
31�
1050

mm…1�

mm�
mm2�

mm2�

mm3

m 4.9 5.1 g

Material AL value�
�
nH

s�
approx.�
mm

� e Ordering code 1)�

-J without center hole�
-N with threaded sleeve�
-C with center hole

K1  40 � 3% 0.80  27.4 B65807+0040A001

M33  63�� 3% 0.60  43.2 B65807+0063A033
100 � 3% 0.38  68.5 B65807+0100A033

N48 160 � 3% 0.22 109 B65807+0160A048
250 � 3% 0.12 171 B65807+0250A048
315 � 3% 0.08 215 B65807+0315A048
400 � 3% 0.05 274 B65807+0400A048

N41 250 � 3% 0.17 155 B65807J0250A041

1) Replace the + by the code letter •CŽ or •NŽ for the required version. Standard version is •CŽ.

B65807Core

RM 6
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Please read Cautions and warnings and�
Important notes at the end of this document.

Coil former, squared pins

Material: GFR thermosetting plastic (UL 94 V-0, insulation class to IEC 60085:�
H  max. operating temperature 180 � C), color code black�
Sumikon PM 9630 ® �E41429 (M)	, SUMITOMO BAKELITE CO LTD

Solderability: to IEC 60068-2-20, test Ta, method 1 (aging 3): 235 � C, 2 s
Resistance to soldering heat: to IEC 60068-2-20, test Tb, method 1B: 350 � C, 3.5 s
Winding: see Data Book 2007, chapter •Processing notes, 2.1Ž

For matching clamp and insulating washers see page 8.  

 

Sections AN�
mm2

lN�
mm

AR value�
�


Pins Ordering code

1 15 30 69 4 B65808N1004D001
5 B65808N1005D001
6 B65808N1006D001

2 14 30 73 4 B65808N1004D002
6 B65808N1006D002

FRM0308-A-E

5±
0.

3

0.
52

±0
.0

5
0.

87
±0

.0
6

0.45 max.

6.5
+0

.15

Ground ø1.3+0.1

0.
48

±0
.0

6

6
1

2

5

3

6

2

5

3

2.
54

ø1+0.1

0.7±0.05

ø1.25

ø7.45

ø1+0.1

4

4 pins 5 + 6 pins

0.
1

8.
65

_

7.
85

0.
1

_

0.1_ 0.2ø12.3 _

0.
3

0.
1

Pin 4 is omitted
in 5-pin version

View in mounting
Hole arrangement

direction

_

10

50 �
_ �
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Please read Cautions and warnings and�
Important notes at the end of this document.

Coil former, pins squared in the start-of-winding area

Material: GFR thermosetting plastic (UL 94 V-0, insulation class to IEC 60085:�
H  max. operating temperature 180 � C), color code white�
Bakelite UP 3420 ® �E61040 (M)	, HEXION SPECIALTY CHEMICALS GMBH

Solderability: to IEC 60068-2-20, test Ta, method 1 (aging 3): 235 � C, 2 s
Resistance to soldering heat: to IEC 60068-2-20, test Tb, method 1B: 350 � C, 3.5 s
Winding: see Data Book 2007, chapter •Processing notes, 2.1Ž

For matching clamp and insulating washers see page 8.  

 

Sections AN�
mm2

lN�
mm

AR value�
�


Pins Ordering code

1 15 30 69 4 B65808P1004D001
5 B65808P1005D001
6 B65808P1006D001

FRM0309-I-E

5±
0.

3

0.
52

±0
.0

5
0.

87
±0

.0
5

ø0.52 max.

6.5
+0

.15

Ground ø1.3+0.1

6
1

2

5

3

6

2

5

3

2.
54

ø1+0.1

0.7±0.05

ø7.45

ø1+0.1

4 pins 5 pins

0.
1

8.
65

_

7.
85

0.
1

_

0.1_ 0.2ø12.3 _

0.
45

 m
ax

.

View in mounting
Hole arrangement

direction

4

6 pins

5

3

2

1
6

�10_�50
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Please read Cautions and warnings and�
Important notes at the end of this document.

SMD coil former with gullwing terminals

Material: GFR liquid crystal polymer (UL 94 V-0, insulation class to IEC 60085:�
F  max. operating temperature 155 � C), color code black�
Vectra C 130 �E83005 (M)	, TICONA

Solderability: to IEC 60068-2-58, test Td, method 6 (Group 3): 245 � C, 3 s
Resistance to soldering heat: to IEC 60068-2-58, test Td, method 6 (Group 3): 255 � C, 10 s�

permissible soldering temperature for wire-wrap connection on coil former: 400 � C,1 s
Winding: see Data Book 2007, chapter •Processing notes, 2.1Ž

Clamp

� Without ground terminal, made of stainless spring steel, 0.435 mm thick
� Also available as strip clamp on request  

Coil former   Clamp

Sections AN�
mm2

lN�
mm

AR value�
�


Terminals Ordering code

1 16.2 31 66 8 B65821C1008T001

Clamp(ordering code per piece, 2 are required) B65808J2204X000

FRM0311-U-E

0.1

0.
6±

0.
1

2.5

ø6.5+0.15

12
.7

5.
08

3.
81

12
.7

5.
08

3.
81

4

3

22.8

0.322 _

5

6

0.
1

0.
05

0.
852.
3

_ 0.
05

7.
95

_

_

1

2

0.
4±

0.
1

0.2

11.1+0.2

16.7 _

8

7

0.2_ø12.3
ø7.45 _

0.
2

PCB layout
Recommended1.

2
15

.5
_

B65821, B65808Accessories
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Please read Cautions and warnings and�
Important notes at the end of this document.

Adjusting screw

� Tube core with thread and core brake made of GFR polyterephthalate�
Pocan B3235 ® �E245249 (M)	, LANXESS AG  

a b c  

Figure Tube core Ordering code
�  �  length (mm) Material Color code

a 2.62 �  3.6 N22 red B65659F0001X023

b 2.75 �  4.4 N22 black B65659F0003X023

c 2.82 �  4.4 N22 yellow B65659F0004X023

B65659Accessories

RM 6
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Please read Cautions and warnings and�
Important notes at the end of this document.

� To IEC 62317-4  
� For compact transformers
� Without center hole
� Delivery mode: sets

Magnetic characteristics  (per set)

�  l/A = 0.58 mm…1�

le = 21.8 mm�
Ae = 37.5 mm2�

Amin = 31.2 mm2�

Ve = 820 mm3

Approx. weight  4.0 g/set

Ungapped  

Material AL value�
�
nH

� e PV�

�
W/set

Ordering code

T38 10500 +40/…30% 4860 B65807P0000Y038

N49  2200 +30/…20% 1020 < 0.14 ( 50 mT, 500 kHz, 100 � C) B65807P0000R049

N92  2300 +30/…20% 1060 < 0.44 (200 mT, 100 kHz, 100 � C) B65807P0000R092

N87  3000 +30/…20% 1390 < 0.40 (200 mT, 100 kHz, 100 � C) B65807P0000R087

B65807PCore

RM 6 »Low Profile«








