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DRAWING NUMBER REV
OED-SIV2187
ELECTRO—OPTICAL CHARACTERISTICS Ty =25'C
PARAMETER SYMBOL MIN TYP MAX UNITS  TEST COND
INPUT:
FORWARD VOLTAGE Vf 1.2 1.6 \' lt= 20mA
REVERSE CURRENT Ir 10 MA r=5V
QUTPUT:
COLLECTOR DARK lceo 0.1 HA Vee= 10V
CURRENT lf= 20mA
COLLECTOR LIGHT IL 04s 1.5 20 mA Vee= 5V
CURRENT lf= 20mA
C/E SATURATION  Vee{sot 04 Vv lt= 20mA
VOLTAGE lg=0.5 mA
RISING TIME Tr 20 ps ees oy
FALLING TIME Tf 20 S RI=10DON

LIMITS OF SAFE OPERATION AT 25°C

PARAMETER SYMBOL MAX UNITS
INPUT:

REVERSE VOLTAGE Vr ] \)
POWER DISSIPATION Pd 100 mW
FORWARD CURRENT If 50 mA
QUTPUT:

COLLECTOR POWER DISSIPATICN Pe 100 mW
COLLECTOR CURRENT Ic 30 mA
C—E VOLTAGE Vcao 30 \
E-C VOLTAGE Veco 5 \)
OPERATING TEMP. Tepr. —20 TO +85 C
STORAGE TEMP. Tstg. =30 TO +83 C
SOLDERING TEMP. Tsol. +240 °C
2.0mm FROM BCDY dist. 5 SEC. MAX

RELIABILITY NOTE

QUR MANY YEARS OF EXPERIENCE DATA AGCUMULATION INDICATE
THAT SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE
FAILURE. PLEASE PAY ATTENTION TC YOUR SOLDERING PRACESS.

290 E. HELLEN ROAD
PALATINE, ILLINOIS 60067
INCORPORKTED (847) 3502790

CONFIDENTIAL INFQRMATION
THE INFORNATION CANTAINED N THIS DOCGUMENT K€ THE PROPERTY OF LUMEX INCORPORATED.
EXCEFT AS BPECIFICALLY AUTHORIZED IN WRITING BY LUMEX INCCRPCRATED, THE HOLDER OF

THS DOCLINENT SHALL KEEP ALL INFORMATION CONTAINED HEREIN CONFIDENTIAL ANO SHALL PROTECT
SAME IN WHOLE OR N PART FRON DISCLOSURE AND CASSENINATEON TG ALL THRD PARTES.

DATE:  12-30-97 DWN: CHK'D: APPD:

SCALE: N/A
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